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L-150 is a resin ribbon suited for the most demanding applications in terms of durability and cost. Its extensive label 

adaptability with a maximum print speed 10 IPS capability makes it the most diverse resin of its kind. Great print 

quality for all kinds of barcodes. Its key benefits besides many more are high print durability, broad substrate 

compatibility and very good printing quality. 

 

 

 

 

 

 

 

 

 

Technical Specifications 

Ink: resin  

Color: black  

Film Thickness: 4,5μm±0,1μm 

Total Thickness: <9 μm  

Ink Melting Point: 80°C±3 °C 

Ink blackness: 20 ODR 

Max Printing Speed: 10 IPS /152mm/s 

Storage conditions: 5 oC-35 oC, 20-80 RH 

(Avoid the direct sunlight and humid 

environment.) 

Antistatic designed 

 

 

Applications 

 Automotive interior labels 

Tire labels 

Patient wristbands 

Laboratory labels 

Meat packing labels 

Cosmetics packaging labels 

Rating plates 

Chemical labels 

And many more.. 

 

 

Recommended Media 

 Coated paper tag and label stocks 

Synthetic papers, Rough papers  

 

Certifications: ROHS, REACH/SVHC, EU/US 

Food Contact 

 

Resin ribbon for flat head printers 

 L150 


