
 

 

 
All recommendations about our products are based on our recently knowledge and do not mean a guarantee. As the 

products are used 
 for different applications we recommend to check its suitability before using it. 

 

Lemmaco Ltd- Hungary H-2072 Zsámbék Herceghalmi út hrsz. 078/2 

 

 
Face: Standard sensitivity top coated thermal paper, not back barriered, produced without bisphenols (BP free). 

Good resistance to moisture and medium resistance against oil and fat. More sensitivity to scratching. Ideal for all 

types of applications: variable label information (barcodes, expiry date, price, weight etc.) Good for printing in the 

most common systems.  

 

  Method Unit Typical Values 

FACE    

Grammage ISO 536 g/m² 73 

Thickness ISO 534 micron 75 

 
 

Adhesive: Super permanent rubber based hot-melt adhesive. Good adhesion to a wide variety of substrates and 

non-polar surfaces. Designed for application where every high initial adhesion is required. Excellent behaviour in 

runnability and labels converting. Good performance at low temperature.  

  

  Method Unit Typical Values 

ADHESIVE    

Tack FTM 9 N/mm 14 

Final adhesion FTM 2 N/25mm 9 

Min. labeling temp.   °C 0 

Min. service temp.   °C -40 

Max. service temp.    °C 60 

 

 
Backing: Honey supercalendered glassine paper one side siliconised. There may be slight variations in tone.  

 

  Method Unit Typical Values 

BACKING     

Grammage  ISO 536   g/m² 55 

Thickness ISO 534 micron 48 

 

 

Self Adhesive Materials – Thermal top 
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